
The client needed a mobile screening solution to be

able to move the unit between 3 different locations

within the quarry. Their existing fixed structure is

getting old and transport between the pits and

processing plant was costly.

THE SOLUTION:
MPS supplied a Colt 1600, which is versatile enough to

make several products, that our customers need. A

quick mesh change is possible to produce different

products when the need arises. As the unit was

dispatched from our Lonsdale SA depot this saved all

involved time and cost of interstate transport. This

machine, like all our units in SA, will be supported

locally with parts. The various mesh was supplied to

ensure maximum versatility of the machine in its new

application.

CASE STUDY 

CASE STUDY

EVOQUIP
COLT 1600

MACHINE:

LOCATION:

MATERIAL:

COLT 1600 
HEAVY DUTY SCREENER

SOUTH AUSTRALIA

QUARTZITE QUARRY

THE PROBLEM:
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As this is the client's first mobile unit it has added versatility and increased the
capacity of their operations.

OUTCOMES:

The high capacity, versatile heavy-duty Colt 1600 scalper is designed to work

in primary and secondary screening applications such as quarry and mining,

construction demolition waste, sand, gravel,compost, topsoil and coal.

The plant has the capacity to process at a rate of up to 600 tonnes per hour

and can be fed either by a tracked mobile crusher, shovel or an excavator.

The machine is available with dual power technology giving flexibility to be

powered by an external power supply or the standard on-board engine.

COLT 1600 OVERVIEW

HOPPER

 7m3 (9.16 yd3)
1m (40”) wide, Abrasion resistant steel pan apron feeder
Variable speed

ENGINE OPTIONS
Tier 3 / Stage IIIA CAT C4.4 83kW (111.3hp) @1800rpm
Tier 3 (LRC) CAT C4.4 98kW (131hp) @1800rpm
Stage IIIA (Europe Only) CAT C4.4 98kW (131hp) Constant Speed
Tier 4 Final / Stage IIIB CAT C4.4 82kW (110hp) @1800rpm

FEATURES
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Dual Power – 2 x37kW IE3 electric motors c/w hydraulic gear pumps and
electrical control panel allowing the machine to run in either Diesel or Electric
mode
Simple to operate

CONTROL SYSTEM
Simple intuitive operation

SCREEN
4.8m x 1.53m (16’ x 5’) Double deck screen
Variable screen angle
Extensive range of screen media
Optional Spaleck Screen Box
Optional Triple Shaft Screen Box (Note larger engine and tracks)

CONVEYORS
1200m (48”) Wide collection conveyor
900mm (36”) Wide fines conveyor discharge height 4m (13’ 1”) (with optional
extension 4.8m / 15’ 9”)
Midgrade Conveyor: 800mm (32”) discharge height 3.4m (11’ 2”) (with optional
extension 4.1m / 13’ 5”)
Oversize Conveyor: 1200mm (48”) discharge height 3.6m (11’ 10”)

MPS aims to provide expert and industry -leading advice to all of our customers.

Contact us to find out more 1300 400 or visit www.mpsaus.com.au
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